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IP PoE Speakers

About our IP PoE Speakers

Netgenium’s IP PoE Speakers deliver
intelligent, network-based audio for any
environment education, commercial, industrial,
and public sector environments. Powered via
PoE or PoE+, these true IP devices eliminate
the need for mains power — making
installations faster, cleaner, and more cost-
effective.

Each speaker supports high-quality audio up to
48kHz and includes built-in memory for local
playback, ensuring critical messages are
delivered even if the network goes down.

Internal and external models are available,
allowing you to create smart audio zones
across single or multiple sites. Integration with
NGxControl enables scheduled events, volume
adjustments, and triggered alerts from a
central dashboard.

Common applications include internet radio,
class change, background music (with multi-
stream internet radio), live or scheduled public
address messages, text-to-speech
announcements, and lockdown alerts. These
speakers also connect to fire alarm systems for
enhanced emergency audio coverage.

Whether you're upgrading a PA system or
rolling out audio across a multi-site estate,
Netgenium's IP PoE Speakers are scalable,
secure, and built for the future.

Key Benefits

PoE-powered – no separate mains
required

Audio Zones – multiple internet radio
zones on one system

Harsh environments – IP rated and
vandal resistant models available

Built-in memory – local playback during
outages

48kHz audio quality – clear sound in all
scenarios

Scalable across sites – perfect for
growing estates

NGxControl integration – manage all
your sites remotely

Emergency-ready – supports lockdown
and fire alerts

Flexible use cases – schools, offices,
factories & more
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ASP7201-IP

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging
announcements via an IP Telephone system or
PC.

The IP Speaker offers interoperability between
Cisco Call Manager for Audio announcements
using G.711 audio, and the ability to ‘pipe’
background music from a multicast audio
source.

Integrate speakers with Netgenium’s
PolicyServer and NGx consoles applications
and make targeted paging announcements to
an individual or group of individuals within a
specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is
easy to deploy and manage. Features such as
mute and volume are controlled via software
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with

IEEE803.3af

Prioritised Audio

The ASP7201-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 



IP PoE Speakers
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ASP7201-IP Technical Data

Model No:
ASP7201-IP

Connectivity:
1 No. 10/100 Base TX Ethernet RJ45

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet

Mechanical:
Case diameter
Net weight

203mm
700g

IEEE802.3af



ASP7202-IP

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging
announcements via an IP Telephone system or
PC.

The IP Speaker offers interoperability between
Cisco Call Manager for Audio announcements
using G.711 audio, and the ability to ‘pipe’
background music from a multicast audio
source.

Integrate speakers with Netgenium’s
PolicyServer and NGx consoles applications
and make targeted paging announcements to
an individual or group of individuals within a
specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is
easy to deploy and manage. Features such as
mute and volume are controlled via software
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with
IEEE803.3af or up to 25W with IEEE802.3at

Prioritised Audio

The ASP7202-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 



IP PoE Speakers
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ASP7202-IP Technical Data

Model No:
ASP7202-IP

Connectivity:
1 No. 10/100 Base TX Ethernet (replaceable integral 2.5mtr category 5e cable with RJ45 plug)

Electrical:
Effective frequency range, Hz (BSEN60268-5)                                       
S.P.L. @ 1m, 1 watt, dB, Test Signal Bandwidth 100Hz-10 kHz                                      
S.P.L. @ Full power, Octave Bandwidth, dB                                            
Acoustic Power (dB-PWL@1 watt) 1k/2kHz,dB 
Dispersion at 1k/2k Hz, Degrees 
Directivity Axial Q factor, 1k/2kHz

110-18,000
91
104
89/90
180/120
2.6/5.6

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet
Max Power Output

Mechanical:
Dimensions mm
Net weight, Kgs
Material
Mounting

IP Rating

Ø138 x 204
1.1Kg
ABS plastic housing with UV inhibitors
Stainless Steel U Bracket

66

IEEE802.3af or IEEE802.3at
25W (with IEEE802.3at supply)



ASP7202-IP

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging
announcements via an IP Telephone system or
PC.

The IP Speaker offers interoperability between
Cisco Call Manager for Audio announcements
using G.711 audio, and the ability to ‘pipe’
background music from a multicast audio
source.

Integrate speakers with Netgenium’s
PolicyServer and NGx consoles applications
and make targeted paging announcements to
an individual or group of individuals within a
specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is
easy to deploy and manage. Features such as
mute and volume are controlled via software
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with
IEEE803.3af or up to 25W with IEEE802.3at

Prioritised Audio

The ASP7203-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 



IP PoE Speakers
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ASP7203-IP Technical Data

Model No:
ASP7203-IP

Connectivity:
1 No. 10/100 Base TX Ethernet (replaceable integral 2.5mtr category 5e cable with RJ45 plug)

Electrical:
Effective frequency range, Hz (BSEN60268-5)                                       
S.P.L. @ 1m, 1 watt, dB, Test Signal Bandwidth 100Hz-10 kHz                                      
S.P.L. @ Full power, Octave Bandwidth, dB                                            
Acoustic Power (dB-PWL@1 watt) 1k/2kHz,dB 
Dispersion at 1k/2k Hz, Degrees 
Directivity Axial Q factor, 1k/2kHz

330-8,000
103
118
101/100
110/70
6.20/15.1

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet
Max Power Output

Mechanical:
Dimensions mm
Net weight, Kgs
Material
Mounting

IP Rating

Ø220 x 158 x 233
1.35Kg
ABS plastic housing with UV inhibitors
Stainless Steel U Bracket

56

IEEE802.3af or IEEE802.3at
25W (with IEEE802.3at supply)



ASP7204-IP

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging
announcements via an IP Telephone system or
PC.

The IP Speaker offers interoperability between
Cisco Call Manager for Audio announcements
using G.711 audio, and the ability to ‘pipe’
background music from a multicast audio
source.

Integrate speakers with Netgenium’s
PolicyServer and NGx consoles applications
and make targeted paging announcements to
an individual or group of individuals within a
specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is
easy to deploy and manage. Features such as
mute and volume are controlled via software
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with
IEEE803.3af or up to 25W with IEEE802.3at

Prioritised Audio

The ASP7204-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 
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ASP7204-IP Technical Data

Model No:
ASP7204-IP

Connectivity:
1 No. 10/100 Base TX Ethernet (replaceable integral 2.5mtr category 5e cable with RJ45 plug)

Electrical:
Effective frequency range, Hz (BSEN60268-5)  
S.P.L. @ 4m, 1watt, dB,1/3 Octave, 1KHz                                     
S.P.L. @ 1m, 1 watt, dB, Test Signal Bandwidth 100Hz-10 kHz
S.P.L. @ 4m, Full power, dB, 1/3 Octave 1KHz                                      
S.P.L. @ 1m, Full power, Test Signal Bandwidth 100Hz-10kHz
Dispersion at 1k/2k Hz, Degrees

170-17k
67
92
82
105
190/150 (Horizontal) 110/60 (Vertical)

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet
Max Power Output

Mechanical:
Dimensions mm
Net weight, Kgs
Material
Mounting

IP Rating

368 x 98 x 90 
2.5Kg
Aluminium
Steel L Bracket

55

IEEE802.3af or IEEE802.3at
25W (with IEEE802.3at supply)



ASP7205-IP

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging
announcements via an IP Telephone system or
PC.

The IP Speaker offers interoperability between
Cisco Call Manager for Audio announcements
using G.711 audio, and the ability to ‘pipe’
background music from a multicast audio
source.

Integrate speakers with Netgenium’s
PolicyServer and NGx consoles applications
and make targeted paging announcements to
an individual or group of individuals within a
specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is
easy to deploy and manage. Features such as
mute and volume are controlled via software
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with

IEEE803.3af

Prioritised Audio

The ASP7205-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 
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ASP7205-IP Technical Data

Model No:
ASP7205-IP

Connectivity:
1 No. 10/100 Base TX Ethernet RJ45 Socket

Electrical:
Effective frequency range, Hz (BSEN60268-5)  
S.P.L. @ 1m, 1 watt, dB, Test Signal Bandwidth 100Hz-10 kHz                                     
S.P.L. @ Full power Octave Bandwidth, dB
Acoustic Power (dB-PWL@1 watt) 1 k/2kHz, dB                                   
Dispersion at 1k/2k Hz, Degrees
Directivity Axial Q factor, 1 k/2kHz 

160-18k
96
104
94/95
180/120
3.6/5.8

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet
Max Power Output

Mechanical:
Dimensions mm
Net weight, Kgs
Material
Mounting

330 x 240 x 90
1.15Kg
ABS moulding with UV inhibitors Steel mesh
Keyhole and/or screws

IEEE802.3af
10W (with IEEE802.3af supply)



ASP7206-IP

The Netgenium ASP7206-IP is a spherical
pendant IP PoE speaker designed for
suspended installation. The speaker is ideal for
areas that require 360 degree sound
dispersion.
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with
IEEE803.3af or up to 25W with IEEE802.3at

Prioritised Audio

The ASP7206-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging 
announcements via an IP Telephone system or PC.

The IP Speaker offers interoperability between Cisco 
Call Manager for Audio announcements using G.711 
audio, and the ability to ‘pipe’ background music from 
a multicast audio source.

Integrate speakers with Netgenium’s PolicyServer and NGx consoles applications and make
targeted paging announcements to an individual or group of individuals within a specific ‘Zone’
in your building.

By utilising Power over Ethernet, the speaker is easy to deploy and manage. Features such as
mute and volume are controlled via software
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ASP7206-IP Technical Data

Model No:
ASP7206-IP

Connectivity:
1 No. 10/100 Base TX Ethernet RJ45

Electrical:
Effective frequency range, Hz (BSEN60268-5)  
S.P.L. @ 1m, 1 watt, dB, Test Signal Bandwidth 100Hz-10 kHz                                     
S.P.L. @ Full power Octave Bandwidth, dB
Acoustic Power (dB-PWL@1 watt) 1 k/2kHz, dB                                   
Dispersion at 1k/2k Hz, Degrees
Directivity Axial Q factor, 1 k/2kHz 

110-18k
91
104
89/90
360/160
2.6/5.6

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet
Max Power Output

Mechanical:
Dimensions mm
Net weight, Kgs
Material
Mounting

Ø250
2.2Kg
Auto-extinguishing high-density polystyrene
5 Metre cable with safety steel wire

IEEE802.3af or IEEE802.3at
25W (with IEEE802.3at supply)



ASP7207-IP

The Netgenium ASP7207-IP is an IP PoE Music
Horn speaker and perfect for delivering HD
audio announcements or high quality music
from a horn style loud speaker.
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with
IEEE803.3af or up to 25W with IEEE802.3at

Prioritised Audio

The ASP7207-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging 
announcements via an IP Telephone system or PC.

The IP Speaker offers interoperability between Cisco 
Call Manager for Audio announcements using G.711 
audio, and the ability to ‘pipe’ background music from 
a multicast audio source.

Integrate speakers with Netgenium’s PolicyServer and NGx 
consoles applications and make targeted paging announcements to an individual or group of
individuals within a specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is easy to deploy and manage. Features such as
mute and volume are controlled via software



IP PoE Speakers

Copyright Netgenium Ltd 2025. All Rights Reserved.
Information accurate at time of production.w - www.netgenium.co.uk e - sales@netgenium.co.uk

ASP7207-IP Technical Data

Model No:
ASP7207-IP

Connectivity:
1 No. 10/100 Base TX Ethernet RJ45

Electrical:
Effective frequency range, Hz (BSEN60268-5)  
S.P.L. @ 1m, 1 watt, dB, Test Signal Bandwidth 100Hz-10 kHz                                     
S.P.L. @ Full power Octave Bandwidth, dB
Acoustic Power (dB-PWL@1 watt) 1 k/2kHz, dB                                   
Dispersion at 1k/2k Hz, Degrees
Directivity Axial Q factor, 1 k/2kHz 

70-16.5k
99
114
91/94
70/120 (horizontal), 110/110 (vertical)
8.5/56.5

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet
Max Power Output

Mechanical:
Dimensions mm
Net weight, Kgs
Material
Mounting

442 x 260 x 287.5
5.5Kg
ABS Plastic with UV inhibitors
Aluminium U bracket

IEEE802.3af or IEEE802.3af 
25W (with IEEE802.3at supply)



ASP7208-IP

Deploy an audio PA system over an IP Network
with Netgenium IP Speakers and make paging
announcements via an IP Telephone system or
PC.

The IP Speaker offers interoperability between
Cisco Call Manager for Audio announcements
using G.711 audio, and the ability to ‘pipe’
background music from a multicast audio
source.

Integrate speakers with Netgenium’s
PolicyServer and NGx consoles applications
and make targeted paging announcements to
an individual or group of individuals within a
specific ‘Zone’ in your building.

By utilising Power over Ethernet, the speaker is
easy to deploy and manage. Features such as
mute and volume are controlled via software
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IP PoE Speakers

Native IP

Device Speakers connect to your IP network.
Simple to install and easily configured with

a web browser.

Power over Ethernet

Single cable deployment. Onboard Audio
amplifier delivering up to 10W of power with

IEEE803.3af

Prioritised Audio

The ASP7208-IP supports up to 9 levels of
priorty for audio announcements for

selective muting.

Flex I/O 

Features 4 Flex Inputs and 4 Flex Outputs.
Each Flex I/O is configurable via the browser

interface, providing flexible configuration
options for attached I/O.

IP Integration 

Netgenium’s PolicyServer provides
automated announcements along with

seamless integration with Cisco Skinny and
SIP IP Telephony and Milestone Xprotect

Smart Client. 
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ASP7208-IP Technical Data

Model No:
ASP7208-IP

Connectivity:
1 No. 10/100 Base TX Ethernet RJ45

Supported Codecs:
G711 uLaw ,G711 ALaw, PCM
Wav 11.025 Khz, Wav 22.05 Khz, Wav 44.1 Khz, Wav 48 Khz 

Onboard I/O:
No 4 Flex Inputs (Requires Digital 0v contact)
No 4 Flex Outputs (12V switched –ve)
Flex I/O can be used for local announcements, IP events and PolicyServer control

Power Supply:
Power over Ethernet

Mechanical:
Dimensions mm
Net weight, Kgs
Material

257 x 247 x 100
4.6Kg
2mm thick Stainless Steel 

IEEE802.3af


